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Oil & Coolant Conservation Products

Use Your Oil Maximum
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Oil Recovery Centrifuge works on principle of centrifugal 
separation. Rotor bowl made of perforated steel screen is 
driven by motor. Chips / Parts from which oil is to be 
recovered are loaded in the rotor bowl. Centrifugal force 
created in the rotor separates oil from surface of Chips / 
Parts.
Collected oil is drained out by opening valve provided at 
the bottom of unit.

Working Principle



3



Benefits

Complete Oil Recovery

Improved Product Finish

Reduced Oil Consumption

Substantial savings on cost of oil

Save over 1000 Liter. oil per month

Reduced pollution and environmental impact.

Gear Manufacturing

Fastener Manufacturing

Spring Manufacturing

Gun Drilling

CNC Machines

Auto Components

Applications
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Chips Generated per day 1080 KG

Chips Loaded Per Charge 15 Kg.

No. Of Cycles Per Day 72

Qty. Of Oil Recovered Per cycle 300 ml.

Oil Recovered Per Day 22 Litre (72x0.3)

Cost Of Cutting Oil Per Litre Rs. 140

Savings Per Day Per Machine Rs.3080 (22x140)

Savings Per Month (25 Days) Rs.77,000 (3,080x25)

Savings Per Year Rs. 9,24,000

Sample Saving Analysis
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SAVE up to Rs. 10 Lakhs PER YEAR

Installation
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Madras Engineering, Chennai

Installation

https://drive.google.com/open?id=1WPF2viauEX4IV_NQwLjw-Q3zs2-Ds3r6
https://drive.google.com/open?id=1WPF2viauEX4IV_NQwLjw-Q3zs2-Ds3r6
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Pragati Transmission

NU-TECH  Couplings

UMA Precision

Yash 

Engineering

Chandaratara

Over 350 units installed successfully  

EMMBROS

Customers
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Thank You

Oilmax Systems Pvt. Ltd 
38/2/12, Narhe, Pune 411 041,  India 

Tel : +91 9881895950,        +91 7776078885

mail@oilmax.co.in | www.centrifugaloilcleaner.com 

Please refer below video link for product demo-

https://drive.google.com/open?id=1ZvqOOocudjg3catE542NPpdBVdU3T0qi
https://drive.google.com/open?id=1ZvqOOocudjg3catE542NPpdBVdU3T0qi

